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SELECT AN ORDNANCE 

CONFIGURATION, OR 
UNLOAD AN EXISTING 

TORPEDO

LAUNCH BUTTON
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PROGRESS OF ORDNANCE 
CONFIGURATION
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ORDNANCE SEARCH MODE
ord1 Alt 30 1000

NO GUIDE00:00
RUN

TARGET RANGE 

VISUALISATION
INDICATES RANGE/

PROBABILITY TO TARGET
(VIA CONCENTRIC RINGS – 
SMALLEST IS CLOSEST TO 

TARGET)

ACTIVE TORPEDO SCROLL
TAPPING THE ARROW 

SCROLLS THE DISPLAY 
THROUGH ACTIVE 

TORPEDOES.
DOTS INDICATE THE 

NUMBER OF UNDISPLAYED 
TORPEDOES IN THE 

RELEVANT DIRECTION

WIRE STATUS BUTTON
INDICATES IF WIRE MODE IS 

ACTIVE. TAPPING WHILE 
ACTIVE WILL RELEASE WIRE 

MODE

ACTIVE STATUS BUTTON
INDICATES IF TORP IS IN 

WIRE MODE. TAPPING 
WHILE INACTIVE WILL 

ENGAGE ACTIVE MODE.

ABORT BUTTON
DESTROYS TORP

(ANY MODE)
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UNLOAD
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DIAG

Guide

WIRE1
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Launch

LAUNCH

88%
LOAD

88%
LOAD

2

CONTROLS HOW MUCH 
POWER IS ALLOCATED 

TO CHARGE THE 
LAUNCHER

INITIATES TORPEDO LAUNCH.
SHOWS ACTIVE STATE WHEN TUBE IS 

READY TO LAUNCH. 
SHOWS ALERT STATE WHEN LAUNCH 

IS IN PROGRESS

EACH TUBE HAS TWO WIRE GUIDANCE UNITS. BUTTON 
SHOWS ACTIVE STATUS WHEN UNIT IS IN USE.

TAPPING AN ACTIVE BUTTON TERMINATES THE 
GUIDANCE CONNECTION, FREEING THE UNIT FOR USE

Monitor

TUBE 3

TUBE 4
88%

CHARGE

88%
CHARGE

-10-10
SPREAD

-10
SPREAD
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Guide
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Launch

LAUNCH
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LOAD
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1
88%

CHARGE

88%
CHARGE

1515
SPREAD

CHARGE STATUS
INDICATOR SHOWS THE 

POWER LEVEL OF THE 
LAUNCHER

MULTI LAUNCH SPREAD
ADDS TUBE TO A MULTIPLE 

LAUNCH AND DEFINES ANGLE OF 
SPREAD BETWEEN TORPEDOES 

(TAPPING THE SPREAD LABEL 
REMOVES THE TUBE FROM THE 

SPREAD)

TUBE ALLOCATION
TAP SELECT TO CHOOSE WHICH TUBE IS BEING VIEWED/CONTROLLED – 
ONLY DISPLAYS THE TWO TUBES NOT CURRENTLY BEING MONITORED.

MONITORED TUBE CAN’T BE CHANGED IF A PROCESS IS ACTIVE

Monitor

TUBE 3

TUBE 4

MONITORED TUBE
INDICATES WHICH TUBE IS BEING 
MONITORED BY THIS MODULE 
INSTANCE

1,2,3,4

MULTIPLE LAUNCH TUBES
DISPLAYS WHICH TUBES ARE 
INCLUDED IN A MULTIPLE LAUNCH 
SPREAD, IF THE CURRENTLY 
MONITORED TUBE IS INCLUDED.
THE LAUNCH BUTTON FROM ANY 
TUBE INCLUDED IN A SPREAD 
WILL FIRE THE SPREAD.

1,2,3,4

EM BAND ACTIVE RANGE
mag 100

WIRE ACTIVE RANGE
1.1 direct

EM BAND ACTIVE RANGE
- 100IF NO GUIDANCE, GRID 

POSITION AND SPEED 
DISPLAYED INSTEAD
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